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dV Document Information

1 520dzYSyid LYTF2N¥YIGAZ2Y

Document Scope and Purpose

The purpose of this documeit to provide instructions and installation procedures for
1 Physicallconnecting theEN204 encoder
1 ConfiguringsetupparametersdA I G KS dzy At Qa 6So AYydiaSNFI OS
1 Operating the unit

Note:

This document is intended for use technical users who have a basic understand
of CCTV cameralvideo equipment and LAN/WAN network connections.

Q Warning:
Installation must follow safety, standards, and electrical codes as well as the law
apply where the units are beirigstalled.

Proprietary Rights and Non-Disclosure
This manuais delivered subject to the following restrictions and conditions:

1 This document contains proprietary information belongindXdTEL, Ind his
information is supplied solely for the purposeasfsisting explicitly the licensee of the
DVTELnits.

1 No part of this document contents may be used for any other purpose, disclosed to any
third party or reproduced by any means, electronic or mechanical, without the express
prior written permission oDVTEL, Inc

Trademarks and Copyrights
This manuahnd its contents herein are owned BWTEL, IncllXights reserved.
DVTEL, the DVTEL logo, and Latiardgrademarks oDVTEL, Inc

Products and trademarks mentioned herein are for identification purposes only and may be
registered trademarks of their respective companies.

DVTEL, Inmakes no representations whatsoever about any other products or trademarks
mentioned in the manual.

© DVTEL, Inc024.All rights reserved

Vii



EN-204 User and Installation Guide dV

Disclaimer

Users of DVTHIroducts accept fullasponsibilityfor ensuring the suitability and considering the
role of the product detection capabilities and their limitation as they apply to their unique site
requirements.

DVTEL,Int. y R Ada |3Syda YI1S y2 3dz NryidSSa 2N & NN
intended use DVTEL, Inaccepts no responsibility for improper use or incomplete security and
safety measures.

Failure in part or in whole of the irater, owner, or user in any way to follow the prescribed
procedures or to heed WARNINGS and CAUTIONS shall dbgdlke, Inand its agents from any
resulting liability.

Specifications and information in thgsiide are subject to change without notice.

Document Conventions

WARNINGnd CAUTIONotes are distributed throughout this document, whenever applicable, to
alert you of potentially hazardous situations. These may be hazards associated with a task or a
procedure you are carrying out or are about to carry out.

The following document conventions are used throughout this manual:

Q AWarningis a precautionary message that indicates a procedure or condition w
there are potential hazards of personal injury or death.

A A Cautionis a precautionary message that indicates a procedure or condition wh
there are potential hazards of permanent damage to the equipment and or loss
data.

A Note is useful information to prevent problems, help with successful installatio
to provide additional understanding of the products and installation.

@ ATipis information and best practices that are useful or provide some benefit fo
installation and use of DVTEL products.

General Cautions and Warnings

This section contains information that indicates a procedure or condition where there are potential
hazards. These may be hazards associated with a task or procedure a user is carrying out or about
to carry out. WARNINGS and CAUTIONS are distributed Hoouthis document, whenever

applicable, to alert the user of potentially hazardous situations.

SAVEALL SAFETY AND OPERATING INSTRUCTIONS FOR FUTURE USE

Although the unit is designed and manufactured in compliance with all applicable safety standards,
certain hazards are present during the installation of this equipment.

viii
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Document Information

To help ensure safety and to help reduce risk of injury or damage, observe the following:

Q Warning:

1. Only qualified trained personnel should service and rethésgrequipment.
2. Observe local codes and laws and ensure that installation and operatior

in accordance with fire, security and safety standards.

Electrical Safety Notice and Warnings

Warning:
1.

Read the installation instructions before yoonnect the unit to a power
source

Electrical safety should always be observédl.electrical connections must
be performed by a certified electrician.

Use the supplied power supply and protect against static electricity,
ground faults and power surges.

If you use an extension cord with this system, make sure that the total
ampere rating on the products plugged into the extension cord does not
exceed the extension cord ampere rating.

To avoid possible shock hazards or damaging the unit, assure that the
positive and negative of the power leads are properly connected to the
terminal block connector before plugging it into the unit or turning on the
power source.

In the following situationgurn off the electric power immediately and
appropriate repairs, relacements or remedies should be takién

9 The power line or plug is damaged, frayed or shows heavy
wear.

9 The unit has been physically crushed or deformed
1 The unit has been exposed to water

9 The unit has been exposed,tor shows signs of damage from,
fire, intense heatheavy smokefumes, or vapors.

9 Electrical connections of the unit become abnormally hot or generate
smoke

9 The unit has been dropped, damaged or shows signs of loose intern|
parts.

1 The unit does not operate properly

Failure to followproper procedures may cause permanent damage to the
unit and may void the product warranty.

Q Warning:

The unit contains a lithium battery. There is a risk of severe iifjting battery is
replaced by an incorrect typ®ispose of used batteries acdimgto instructions
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A Caution:

To avoid damage from overheating or unit failure, assure that there is sufficient
GSYLISNI GdzNBE NBIdzA FGA2y (2 &adzZJl2 NI
should be kept in the rangd.0° to 55°C (14° to 131°F), with no more than 90% n(
condensinchumidity.

Minimizing EMI and RFI

When wires run for a significant distance in an electromagnetic field, electromagnetic interference
(EMI) can occur. Strong EMI (e.g. lightrongadio transmitters) can destroy the units and can

pose an electricdtazard by conducting power through lines and into the system. Poor quality or
worn wiring can result in radio frequency interference (RFH.minimize the effects of EMI and

RFI, consult your reseller.

Site Preparation

There are several requirements thetiould be properly addressed prior to installation at the site.
The following specifications are requirements for proper installation and operation of the unit:

1 Ambient Environment ConditionsAvoid positioning the unit near heaters or heating
system outpits. Avoid exposure to direct sunlight. Use proper maintenance to ensure
that the unit is free from dust, dirt, smoke, particles, chemicals, smoke, water or water
condensation, and exposure to EMI.

1 Accessibility The location used should allow easy acdeasmit connections and cables.

1 Safety Cables and electrical cords should be routed in a manner that prevents safety
hazards, such as from tripping, wire fraying, overheating, etc. Ensure that nothing rests on
GKS dzyAdiQa OFofSa 2NJ LR2éSNI O2NRaA

1 Ample AirCirculation Leave enough space around the unit to allow free air circulation.

1 Cabling ConsiderationdJnits should be placed in locations that are optimal for
the type of video cabling used between the unit and the cameras and external
devices.Usingacot S f 2y 3a3SNJ KKy GKS YI ydzFl OG dzZNBNR &
video signal may result in degradation of color and video parameters.

1 Physical SecurityThe unit provides threat detection for physical security systems. In
order to ensure that the unit cannide disabled or tampered with, the system should be
installed with security measures regarding physical access by trusted angisted
parties.

1 Network Security The unit transmits over IP to security personnel for video surveillance.
Proper network seaarity measures should be in place to assure networks remain
operating and free from malicious interference. The unit is intended for installation on
the backbone of a trusted network.

1 Electrostatic Safeguarddheunit as well as other equipment connected toretlay
outputs, alarm inputstacks, carpetinggtc) shall be properlgroundedto prevent
electrostatic discharge.

The physical installation of the unit is the first phase of making the unit operatioaadecurity
plan. The goal is to physically place the unit, connect it to other devices in the system, and to
establish network connectivity.
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2 LYGNRRdAzOGA2Y

This! a S®Ld& s intended to help yquhysically installconfigure settinggor, andoperate the
EN204 encoder.

2.1 Items Included in the Package

The unit package contains the following items:

QTY Description

1 EN204 encoder

2 Poweradaptors (100-240VDC50/60Hz EU and US plsp

1 Bag containindive spring clamperminal blockconnectorsand screws to
connect toarackmount tray

1 Documentation and utilities CD

1 EN204 QuicklInstallationGuide

Related information:
1 EN204Quick Installation Guide
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This section describes tfE&N204 hardware

3.1 EN204Front Panel

Followingis a description of theonnections on thdront panel of the unit.

0 # N/ bydv

AUDIO OUT - AUDIO IN

o

LINE IN
_ vipeo IN—/

Figurel: EN204Front Panel

Number Marking Description

1 PWR LEDndicatorthat lightsin red when the device ipowered
onandin orange when the S€ard is inserted

2 LINE IN 1 x3.5mm audio input interfacé connect toa microphone
for two-way audio using the web client

3 AUDIO OUT 1 x3.5mminterfaceto connectto anaudio output avice
(e.g., loudspeakegifor two-way audio using the wetlient.

4 VIDEO IN 4 xBNGinterfacesfor video input

5 AUDIO IN 4 x terminal blockihe input interface for audio input
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3.2 EN204RearPanel

Following is a description of theonnections on theear panel of the unit

ALARM OUT RS-485
(1 G 2 GlelD+D-Je

by dv
LAN/PoE

RESET microSD n

(12 3 4 [ TXRX]E
ALARMIN RS.232

Figure2: EN204RearPanel

Number Marking Description

1 ALARM IN 4 x elay alarm inpus.

2 ALARMOUT 2 x elay alarm outpus.

3 RS232 1 x R&32 ®rial interfacefor troubleshooting.

4 R$485 1 xR$485 serial interfacéo connectto PTZ camesa

5 RESET Restoresthe factory default settings Holdthe RESET
button for more than30 secondswvhile powering the
device

6 microSD Portfor microSD data storageard

7 LAN 10/100Mbps Ethernet interfacéPoEClass B

The right LEhdicatorlights in green when the network
cable is connectedlhe left LED indicator blinks in orange
whendata istransmitted orreceied.

8 DC12v 12vDC power supply

9 GND Groundscrew terminal
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4 LyaaglrttAay3a | WROU2REWNIOGAY T (GKS
This section describes how to install and connect the. Unibcludes the following topics

1 Installing the Uni(page5)

1 Connecting the Unifpageb)

1 Resetting the Uni(pagel3)

4.1 Installing the Unit

The unit can be installed and mounted next to the camera (inside the camera enclosure).
Alternatively, the unit can be installed inside an equipment room on a shelf or in a rack using the
M drackmounttray that is available as an optional access@art number ENRACIO).

Figure3: Optional RaciMount Tray
When installinghe unit make sure that:
It is securely tied down and cannot be easily dislodged
Operatingtemperaturesare kept between the mimum/maximum allowedat all times

Proper ventilation is provided so that the air is free to circulate around the unit

A = =4 =4

The urit is protected from direct weather conditions.@., sunlight, rain, dust, ejc.

A Caution:

To avoid damage from overheating or unit failure, ensure that there is sufficient
GSYLISNI GdzNE NBIdzA F GA2y (G2 adzJ2 NI
operating temperature should be kept in the rang®° to 55°C (14° to 131°F), with
no morethan 90% norcondensing humidity.

4.2 Connecting the Unit

This section includes the followingpics

1 Grounding the Unifpageb)

1 Connecting the Unit to the Power Supbageb)

1 Connecting the Unit to the Netwoi(page?)

9 [ 2YVFAIdNAY I GKS ! ypagedd bSGo2N] tF NI YSGSNA
1 Connecting a Camera to the U(piagel0)

1 Connecting Audio Inputs for Recording on a \(pgel0)

1 Connecting Audio Inputs and Output for TWéay Audio Communicatiofpagell)
1 Connecting Alarm Inputs from External Devi(esgel?2)

1 Connecting Relay Outputs to Control an External [B€pimgel?2)

1 RS232 Port(pagel?)

1 R$485 Port(pageld)
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4.2.1 Grounding the Unit

The unit must be grounded according to local regulations and codes.

To ground the unit

1. Loosen the screw of the grounding terminal located-ear panel of the unitSee Figure2:
EN204 RearPanel(page4).

2. Attach a properlyated ground cabléo the grounding terminalMake sure the ring/spade
terminal of the grounding cable operly connected between the screw and rear panel.
Tighten the screw.

3. Ensurethat the other end of the ground cable is connectedatprotective eath according
to local regulations and codes.

4.2.2 Connecting the Unit to the Power Supply
There are two methods for powering the unit:

1 12VDC power supply

1 802.3af Power over Ethernet (PGlass B

A Caution:

Before connecting to the powergview theElectrical Safety Notice and Warning
(pageix).

e Warning:

1. To prevent bodily injury or damage to thit, only use properly rated and
approved power supplies.

2. Make sure thathe power supply connection matadsthe positive and
negative polarity on the unit

3. Make sure that thgopower supplymatches the required specifications.
Electrical safety should alws be observed.

To power the unitwith a DC power supply

1 Usethe provided twepin spring clamgerminal blockconnectorto connect thepositive
and negative leads on tHeC pwer supply to ther andg terminals on thepower input
terminal blockon thedzy” A (i (panelNB I NJ

1 Power supply specifications
A 100240V, 50/60Hz0.5 A
A Output: +12VDC == 1A

1 For more information on how to use the spring clamp connectors to connect the power
lines seeConnecting Leads to a Spri@tamp Terminal Blogkage97).

To power the unit using PoE (Power over Ethernet)

1 Insert the RJ45 connector on the Ethernet cable from the network switohthe
Sy 02 RS NI Beeldnrectihdzh Jird to the Netwolfpage?).
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4.2.3 Connecting theJnit to the Network
By default, the unit is shipped wibHCRenabled.

If your network uses firewalls, you must configure them to support communication among the

units and cenputers running the Internettowserdza SR (12 O2yy SOG4 G2 GKS dzy
After connecting the unit to the network, check that it can be found on the network as described in

this section.

Note:

Toview a summary of the network settings usedtbg encoder seeNetwork
Settingg(page96b).

To connectthe unit to the network

1. Connecthe encodef a [ ! tb thd d&@nIsubnet (VLAN) as the PC that is running the
DVTEL DNA configuration utili§eeFigure2: EN204 RearPanel(page4).

2. Changdhe IP address according to your specific requirements. Sesdkiesection.
NE & &
asi GKS d

4.2.4 Configuringthe! yA 0 Qa LyAGAFE Lt IR

Use the DVTHRDNAutility to discover the unitonthg SG g2 NJ | y R
address.

T LT GKS SyO2RSNJ Aa YIylI3aSR 06& 5x¢9[ Q& | 2NRAT :
automatically assigns the encoder an IP address. Verify thartbeder is configured with
DHCRenabled

7 IftheSYO2RSNJ Aa YIylFI3aSR 0& 5+¢9[ Q& [l GAGdZRS
in the DNA utility.

Note:

1. It is possible to set the IP address without changingsthmet.

2. The unit and the PC must be physically connected on the same network
segment.

3. The PC browser version must bel3fInternet Explore(IE 7, 8 or 9).

N ¢

I+

To manage the encoder using Horizonon a DHCfnabled network
1. LYaSNI GKS /5 AyOfdzRSR Ay GKS LI O113S Ay &;:

£
2. Runthedna.exe file by clickinghe 7 icon. The DNApplication opens and the device
is displayed in th©NADiscoverywindow.

J DVTel Network Assistant (DNA)

Refresh || [ Add Deviee Manualy | [ sekectal

Vendor name Model name Status Login Status IP address Name Firmmware version MAC address Port  Up time

DVTel CM-4321-00 Online Authenticated 10.70.20.44 QuasarHDIPCamera dt20130617NSA 00:D0:89:0C:E9:50 6666 20:58:28Up 4.

DVTel CM-4321-00 Cnline Authenticated 10.70.20.224 Shai SD-Card Test 1., dt20130617NSA 00:D0:689:0C:E9:52 6666 1L:4238up 1.

DVTel CP-4221-200 Gnline Authenticated 10.70.20.184 QuasarHDIPCamera dt20130617NSA 00:D0:89:0C:B8:63 6666  18:47:50 Up 19...

DVTel DVT-7608E Cnline Authenticated 10.70.20.154 roey 5.00n buid 33 00-07-84-82-52-0C 5510 15days 18:18:59

DVTel EA-D201-0 Cnline Authenticated 10,70.20,170 EA-0201-0 Version 2.1,8,3080  00-18-D3-01-04-63 5517  4days 16:09:32

DVTel EA-D201-0 Online Authenticated 10.70.20.171 Seitsemnkymmenyksi  Version 2.1.8.4044  D0-15-D8-00-E4-8D 5517  4days 16:09:06
EN-204 Cnline Not authenticated 10.70.20.200 localhost 3m2

DVTel EV-116 Gnline Authenticated 10.70.20. 156 EV-116 2.4,10,64,139242 00-07-9A-18-96-18 5510 21:56:43

8§
38

SRY9RERNE

Figure4: DNA Discovery Window
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3. G A0l 2y GKS dzyAd EMW208.bgingirdowsopeasd 2 GSNI [ Aad @ ¢

i Engish K3
dv =) Now you can.
User Name
Password
Login
Figure5: EN204 Login Window
4. Enter the default User Namé@&dmin) and PasswordL@34).
Note:
The user name and password are casasitive.
5. ClickLogin The EN204 web interface opens.
About Englsh ~ Admin Logout
dv B0
Jo-Jol

0)& Camera 02
0@ Camera 03
0@ Camera 04

Preset 1

Please click here to down ll the plug-in. Close the browser when o2

the plug-in.

Preset 3
Preset 4
Preset 5
Preset 6
Preset 7
Preset 8

Preset 9

4

(= I © o | [&[ e[S\ [« | e -

Figure6: EN204 Web Interface

6. Clickthe onscreen message to install the DVTEL jptudrollow the instructions.

Do you want to run or save ArielWebComponenets.exe (133 MB) from 10.130.15.677 Run Save |7 Cancel

Figure7: DVTEL Pluig Message
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To manage the encoder using Latitude or on a network with staticdRfiguration
1. LyaSNI GKS /5 AyOfdzRSR Ay GKS LI O113S Ay &;
[ A
2. Run thedna.exefile by clickinghe 7 icon. TheDNAapplication opensnd thedevice is
displayed in thédNA Dscoverywindow. SeeFigure4: DNA Discovery Windo{page?).
3. Selet the unitby rightclickingit. TheDNA- Assign IRvindow is displayed.

DNA - Assign IP ( 21 Devices Selected )
V| Usa DHCP
Status Name Current IP Previous IP -
EA-0201-0 10,70.20.111 =
EA-0201-0 10.70.20.112
EA-0201-0 10.70.20.113
EA-0201-0 10.70.20.114
EA-0201-0 10.70.20.115
MegaPixelCamera 10.70.20.242
ManaDival"amara NHCP ~
| Update ] Close

Figure8: DNA Assign HFUse DHCP Screen

4. UncheckUse DHCP

5. 9y SNJ lUIKaldretspublietdaskandGateway IRddress in the appropriate field.

6. ClickUpdate The unit reboots with the new settings.

7. A A01 2y (GKS dzy Al EMN2048 bgind@idowsopeasd2 GSNI [ Adadd ¢
SeeFigure5: EN204 Login Windowpage8).

8. Enter the default User Namé&dmin) and PasswordL@34).

Note:

The user name and password are casasitive.

9. ClickLogin The EN204 webinterface opensSeeFigure6: EN204 Web Interfacépage8).

10. Click the o-screen message to install the DVTEL qplu@he DVTEL Phig message is
displayed. Se€igure7: DVTEL Pldg Messagépages).

11. Follow the instructionén the message
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4.2.5 Connectinga Camerao the Unit

The unit acceptsomposite videq1Vp-p) from PTZ cameras atationaryanalog cameras
(standard, hermal, IR, andsoom. A RS2 02yySOlA2ya akKz2dzZ R dzasS |
Appendixfor restrictions orthe lengthof the video cable

Connect the first camera to Channel 1. FH#&Lor NTSAV standards automatially detected by
connecting a camera to Channel 1. All channels must use the same TV standard.

Cameras

e oS

Microphone

VMS Client

Analog
Network

Figure9: Camera Connections

To connect a video source to trencoder

1. Securely connect theoaxcableQ & cotnéctor to the analogideo output of the camera
or video source.

2. Connect theBNC connector at thether end of the cableto the VIDEO INBNC connector
on thefront panel of theencoder Se Figurel: EN204Front Panel

(page3).
4.2.6 ConnectingAudio Inputs for Recording on ¥MS

You can connect microphoneto eachofthe S y O 2sRosirsliannes and record audio
synchronized with the videim the Video Management Syster(1S.

VMS Client

Analog
Network

P Encoder

Network

FigurelO: Microphone Connections

To connect anicrophoneto the unit

1. Connect one lead from the microphone to the AUDIO IN terminal and another lead to the
GDé¢ O03ANRdzy RO G SNXNAYIl f Seefiguiek BN2@®RE@NYRanelLJr y St 2°
(page3).

10
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4.2.7 ConnectingAudio Inputs and Output for TwéWay Audio Communication

TheS y O 2 WébMIRrfacecan be used to enable twavay audio communication between a

technician located near the encoderthe fieldand an operator viewing the live videm a PC

running theS y O 2 R S Mlerdaced S 0

The LINE IN jack enables the technician to connect a microphone to the encoder. The AUDIO OUT
jack enables the technician to listen to the operator via loudspeakers located near the encoder.

The audio output signal from the unit provides a Line Oufl6id@edance level to an amplifier,
which drives the loudspeakers.

Web Client

Client PC

&) Analog
Network : Network

Figurell: TwoWay Audio Connections Using the Web Client

To connect anicrophoneto the encoder for twoway communication

1. Insert the plug orthe microphonecableinto the LINBNjack on the front panel of the unit.
SeFigurel: EN204 Front Pane(page3).

Note:

The microphone must meet the followirgpecifications:
7 LyLldzi AYLISRFIyOSY wm{| X
1 Maximum input level: 2Vp

To connect doudspeakerto the encoder for twoway communication
1. ConnectAUDIO OUT jack on the front panel toadble fromanamplifier.

2. Connect the amplifier to the loudspeakers.

11
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4.2.8 ConnectingAlarm Inputsfrom External Devices

Theencodercanreceiwe alarms fromfour external devicessuch as sensoenddoors enabling it
to triggerautomatic responses

Warning:

hyta RNE O2yil ota OFYy
device must fully close or fully opénK S OA N
terminals.

A 2 4 oA X

S 02 yas. A0 éxterRal
dzA G o0 S G wpdtSy |

b( (]

To connect arexternal darm to the unit

Warning:
Disconnect power from the unit before performing the following procedure.

1. Usinga sring clampterminalblock connector connectone lead from the external deviée a
dry contact outputto one of four terminalsnarked! [ ! wa Lb 2y (KS .Sy 02R:
See Connecting Leads to a Spring Clamp Terminal Bagle 97) and Figure2: EN204
RearPanel(paged).

2. Connect the other end of the cable to tlarm out (dry contact) of the alarm
device/snsor.

Thedzy Aalafhanputrelaycan be configured in NORMALDFENN/O) orNORMALLELOSE
(N/C)modeasshown below:

_ JAC-3FG Encoder
24V Relay

o AL (4)] | E_:l

V.output I‘“‘ 2

Figurel2: Alarm Irput Connections

For instructions how to set the arming schedule for an alarm inp&tAssm Input
(page80).

4.2.9 ConnectingRelay Outputdo Control an External Device
Theunit includes twarelayoutputs thatprovide an indication signal for controlling external
devices, such as door locksdlights, as aresponse to events and alerts.

To connect a device controller torelay autput of the unit

1. Connectalead from the extrnal device controller to the terminain the Soringdamp
TerminalBlock according to your requirements (NORMALLY OPEN or NORNA OSED
configuration).See Connecting Leads to a Spring Clamp Terminal Biacje97).

2. Connect the terminal block tdhe external devices connector on the power connection
panel of the unit See Figure2: EN204 RearPanel(page4).

3. Connect the other end of the cable to the external contrglignich receives the ghd
from the unit and controls opowers the external device.

12
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Q Warning:
The signal from the relayutput of the unit must be used as an indicator and nq
for direct control of a device.

A Caution:

To prevent damage to the unit, do not exceed tldtage and current ratings for
the relay terminals.

4.2.10RS232 Port
The R$32 serial porbn thedzy Aréapanel isisedby a support techniciafor troubleshooting

To connect a device to the RE32 port

1.

2.

U= terminal block connectort attach the TX, RX, and two ground leads from the device
to the R&232 terminal bloclon the rear panelSeeFigure2: EN204 RearPanel(page4).

To configure the R332 port settings, se€oconfigure the R32 port(page78).

Warning:
The R232 standard specifies a maximum oparcuit voltage of +/25 volts.
Exceeding this voltage can cause permanent damage to the unit

4.2.11RS485 Port

TheS y O 2 RS4BIBdrial port is used twontrol PTZ camesaSeeFigure2: EN204 RearPanel
(paged).

To conneta PTZ camera to the REB5 port

1.

Using terminal block connectors, attattte PTZcamerd B+ and D- terminals to theD+

and Dterminalsinthe RSty p GSNXAY Lt o6f 2 O Seerigurd2:E8204zy A (i Q2
RearPanel(paged).

To configure the R&35 port settings, se&o corigure the RSI85 port(page79).

Warning:
The R8185 standard specifies a maximum voltage of +12V-anablts.
Exceeding this voltage can cause permartarhage to the unit.

13
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To connect multiple PTZ cameras to the-BI5 port
1. Attach the camera to the R&5 port accordinghe followingconfiguration

1 4

PTZ Camera PTZ Camera

D+ D- D+H D-

1200
Terminating
Resistor

Figurel3: Connecting Multiple PTZ Cameras

2. Assign a unique PTZ Address for ezainera. The camera should be set with the same
serial address.

4.3 Resetting the Unit
The unit can be reset as follows:
1 Restoring Factory Defaults Using the Reset Buipaigel4)

1 Power Rset by Removing the Power SupphPoE cablépageld)

4.3.1 Restoring Factory Default§Jsing theResetButton
Aresetbutton islocated on the unl2 & NI | DEIFigdrey: EN204 RearPanel(paged).

To restore factory defaultsusing theResetbutton
1. Disconnect the power supply or Ethernet cable (when using fraf)the unit.

2. Insert a small pointed object into the hole labelR&SE®n the power connection panel of
the unit.

3. (onnect the power supply or Ethernet cable to the umfiile pressng and holding the
button.

4. Continue holding the button for 3®econds

5. Release the buttonThe unitrestores factory defaults.

4.3.2 PowerReset

The unit can be reset ngmoving the pwer supplyor Ethernet cable for Po&hd then
reconnecting the unit.

14
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5 !

Accessing the EN-204 via a Web Browser

OOKWHHRI KA R SO . NP g a S NJ

TheEN204includes a web interface that enables itlie configuredand operated froma web
browser(32-bit version ofinternet Exploref7, 8, or9).

To access the unit via the wdlrowser

1.
2.

OpenInternet Explorer.
Enterthe dzy AlRid@dressd y (G KS ONRSASNNRA I RRNBaa ol

Note:

When the HTTPS feature is enabled, by default the systesHIEEP $gin
mode €.g., htts://192.01.66) when youenterthe IP address.

If you want to useHTTP modéo log into the deviceenterhttp:// IP address
(e.g.,http://192.0.1.66).

Press theENTERey onyour PCkeyboard Thedzy ALégid screenis displayed.
SeeFigure5: EN204 Login WindowWpages).

Enterthe user name (defaultddmin) and passworddgfault 1234 to log into the systen.
¢CKS dzy Al Qa ¢SS0 RigyréeSENIO4 \Ueh InerfaSiyaged). { S S

Note:

The user name and password are casasitive.

If you are using the system for the first timeyou have uploaded a new firmware version
clickthe message displayed on the screerdawnload and install the

Ariel WebComponents.exe plugin. The DVTEL PHig message is displayed.
SeeFigure7: DVTEL Pldg Messagdpages).

Do one of the following:
a. ClickRun

b. ClickSave The file is saved in the new direcyor
ProgramFilédArielWebComponents.

¢. SelectArielWebComponents.exe . TheOpen FileSecurity Warninglialog
box opens.

Open File - Security Warning [&J

Do you want to run this file?

—H Mame: ..)\alans\Downloads\ArielWebComponents 3).exe
IL Publisher: DVTel

Type: Application

From: C\Users\alans\Downloads\ArielWebComponent..,

Run ‘ [ Cancel

| Always ask before opening this file

i "l While files from the Intemet can be useful, this file type can
' ¢ potentially ham your computer. Only run software from publishers
, you trust. What's the risk?

Figurel4: Open File Security Warning Dialog Box
d. ClickRun

15
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7. ClickNextwhen the Setup- ArielWebComponentslialog box opens.

,
A

Click Next to continue, or Cancel to exit Setup.

Figurel5: ArieWWebComponents Setup Screen 1
8. TheArieWebComponentplugin isinstalled on your PC.

By wemotomree U (=

Installing
Please wait while Setup installs ArielWebComponents on your computer.

Creating shortcuts...
C:\..A\Start Menu\Programs\ArielWebComponents\Uninstall ArielWebComponents.Ink

Figurel6: ArieWWebComponents Setup Scre2n

16
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9. ClickFinishwhen the following screetis displayed after the installation is completed.

r
ﬁ?ﬂ Setup - ArielWebComponents I =

-~
o e |

computer.

Click Finish to exit Setup.

| Setup has finished installing ArielWebCompeonents on your

Figurel7: ArielWelComponents Setup Scregn

10. Refresh your screen when the web interface reopens.F3gare6: EN204 Web Interface
(page8). The following popup message s displayed.

This webpage wants to run the following add-on: "WebVideoActiveX' from ‘Mot Available’.  What's the risk? Allow =
Figurel8 Run WebVideoActiveX Popup Message
11. ClickAllow.
12. ClickLive View TheLive Viewwindow openswith four emptytiles.
Firmware User Logout

Version  Language

N4 L

dv

&3 DVTEL 4CH Encoder
0@ Camera 01
0)& Camera 02
0@ Camera 03
0 & Camera 04

About | English

Account Link

B Admin Logout

’ Preset 1

Preset 2

Preset 3
‘ Preset 4
Preset 5
Preset 6

‘ Preset 7

Ed |
EE- I ~
DVTEL INC. All ey -

Figurel9: Live View Window

17
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The following information is displayed in the top right corner of the user interface:

A About¢ClickAbouti 2 RA&LX | @ G KS dzy thé\@eb Campandnis | NB
Setupplugin firmwareversion

A Languagarop-down listq Select one of the following languages for the user
interface: English (default), German, Italian, French, Portuguese, Spanish, Russian,
Traditional Chinese, Simplified ChingseJapanese

A User Account, Displays the namof the User Account. By default, Admin is
displayed.

A Logoutc ClickLogoutto exit the web interface.

A Model¢ Displays the model number.

5.1 Live View

Live View mode enables you wapturea picture, start or ®p recording.enable PTZ contrevith a
PTZ camera connected to the encodmrabledigital zoom, open/close audienabletwo-way
audiocommunication play back video files, etc.

The following graphic shows théve Viewscreen layout:

18

Figure20: Live View Screddescription






















































































































































































































































